





[[igh—’rech electric cabinet meets
the latest CE regulation.
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fihe chip tray as well as coolant
tank is designed to be removed
from the back of machine. This
allows easy cleaning of the tray
and filter.

fihe high pressure pump ensures
ample coolant no matter which
type of tool holder is used
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lihe efficient pneumatic fitting
system offers ease in maintenance.

TORQUE

lihe automatic lubrication pump

is installed at low level for easy
monitoring.
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. lihe control operator panel is at eye level
and is user friendly. The control can be
used in either ISO code or conversational
programming with a teaching function.
The panel can be moved o any position
at the front of the machine, no matter if
the door is open or closed. The viewing
window is design to be at operator level.
The operation is just like a conventional
lathe when use under manual mode.

fihe large tailstock is ideal for carrying
heavy work pieces and is interference free.
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fihe well-designed cross slide can
accommodate electrical 4-way tool post
located at the operator side or 8-station
turret (VDI40) installed at rear side.(opt.)
Alternatively manual quick-change tool
post can be fitted.

fihe extra wide bed and 'box way'
designed carriage allows higher rapid
movement. The ballscrews are
preloaded to ensure repeated
accuracy.
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lihe double 'box ways' designed for higher
rapid fraverse and the extremely wide
bed ways will be able to take heavier
work pieces. The bed is also designed for
easier chip flow into the chip tray or
(opt.)chip conveyor with washdown

lihe spindle is conveniently close to the
operator; this will ensure ease in the
loading and unloading of the work
piece, resulting in increased production.

A conveniently constructed cross A large opening at the rear of the A large cabinet allows easy
slide ensures easy access to the machine allows easy access for access for cleaning
tool post. maintenance.



Specification

Description BNC-1840 BNC-1860
Swing over gap mm 710 710
Swing over bed mm 475 475
Swing over cross slide mm 240 240
Max. Turning diameter mm 460 460
Max. Turning length mm 1000 1500
Bar capacity(hyd. Chuck cylinder) mm 51 51
max. work piece weight(with tailstock) kg 1500 1500

X axis mm 260 260
Z axis mm 1150 1650

Speed range rom 100-4500 100-4500
Suitable chuck size mm 200/4500 rom 200/4500 rom
Spindle nose mm D1-6 D1-6

Spindle hole diamter mm 65 65

Front bearing ID/OD mm 100 100

Rear bearing ID/OD mm 20 20

Motor type Fagor SPM112LE E1.00100.1| Fagor SPM112LE E1.00100.1
Motor power kw 7.5/11 7.5/11

Max. speed torque kgm 29.3 29.3

Turret(option)

__ Number of tool statons 1 1 g [ g
Shank height for square tool mm 25 25
Shank diameter for boring bar mm 40 40
Indexing fime(one tool) mm 0.42(Baruffaldi) 0.42(Baruffaldi)

Indexing time (180 degrees

)

0.65(Baruffaldi

0.65(Baruffaldi

Feed rate

X axis rapid traverse m/min. 15 15
Z axis rapid fraverse m/min. 15 15
Jog feed rate mm/rev. 500 500

Positioning mm +/-0.005 +/-0.005
Repeatability mm +/-0.005 +/-0.005

Overall bed guide width

355

355

Cross slide guide width
Feed motors

215

215

X axis power NM 5.8 5.8
X axis motor type Fagor FXM 33.30 Fagor FXM 33.30
X axis motor rated tforque kg-cm 57 57
Z axis power NM 10 10
Z axis motor type Fagor FXM 53.20 Fagor FXM 53.20
Z axis motor rated torque kg-cm 98 928

Ballscrew

X axis

25X5-C5

25X5-C5

Z axis

40X10-C5

40X10-C5

QuIll stroke mm 150 150
Quill diameter mm 65 65

Quill inside taper MT MT4 MT4
QuIll thrust max. kgs 1000 1000

Coolant

Pump motor w 375 375
Pump capacity L/min. 70 70
Pump pressure kg/cm?2 2.7 2.7
Tank capacity L 100 100

Lubrication

Pump motor

W

Pump capacity
Miscellaneous

c.c./min

Power supply KVA 20 20

Weight kg 2550 3150
Length mm 3010 3510
Width mm 1800 1800
Height mm 2020 2020

* Specifications are subject to change without notice.

Standard accessories :

*Gap bed

*7.5/11KW main spindle power

*Fagor 8040TC 11" LCD full key controller

*Fully enclosed front guarding with inferlock system
e Coolant system

e Auto. lubrication system

*Quick change tool post with épcs standard tool holder
*Low voltage circuit system

*CE

*2-steps speed auto changer

Optional accessories :

eSteady rest (20~200mm)

*Follow rest (10~100mm)

*Hydraulic chuck & system

e Electrical 4-way tool post

*Chip conveyor & wash down device
*11/16KW spindle motor

*V.8 turret (25mm tooling)

*Hyd. Quill
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