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Facing head (A W-axis extendable with

Anigee fillilng fihad servo driven will be introduced soon.)

Automatic tool changers - 60 pockets

A servo type 60 tools ATC. It offers stable and rapid tool
changing action. A ladder is equipped with ATC for user’s easy
tool loading purpose. An interlocked ATC door and an
emerdency stop button next to the tool loading spot for safety
protection

()
=
=
E
o
=
=
k-1
o
=
S
m
=]
g
5
2
x

Right angle block device

800 x 525 x 800mm or 1000 x 550 x 1000mm
Special size is available on request; both round hole or T-slot for
fixing work piece are available.
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HBM-5T CNC Bo




Microcut

SPECIFICATION

Specification Unit HBM-5T
SPINDLE

Spindle quill diameter mm 130

Spindle taper ISO #50

Spindle speed range rpm 3000

Main motor power rated KW 37/56 (Siemens)
Spindle step 2 steps (auto)
Spindle gear box ZF-2K300

Gear ratio 14514
Spindle bearing 1/D mm 170/260

AXIS TRAVEL

Rotary table travel, X mm 3500 (std.) / 4500 (opt.)
Headstock vertical travel, Y mm 2600

Column longitudinal travel Z mm 1400 (std.) / 2000 (opt.)
Spindle stroke W mm 700

Feed range X, Y, Z, W M/min 5

Distance between spindle centre to table centre mm 0-2600
Distance between spindle nose to table centre mm 887-2287
TABLE

Table clamping surface dimensions mm 1800 x 2200
Table index degree 0.001

Rotary table positioning accuracy SEC. 15

Rotary table repeatability accuracy sec. 4

Rotary table encoder accuracy SEC, +/-5
Minimum distance of the spindle axis, mm -25

above the rotary table surface

Maximum workpiece weight tons 10 (std.) /15 (opt.) / 20 (opt.)
T-slots on the table (Dim x P x No.) mm 22HB x 160 x 11
AXES & FEED

X & Z axes ballscrew dimension mm 80xP10/C3, double nut
X & Z axes Linear scale RA65 RA65

Y-axis ballscrew dimension mm 63XP10/C3 double nut
Y-axis guide way distance (inside/outside) mm 620/1120
W-axis ballscrew dimension 40xP5/C3 double nut
Max. Rapid feed rate X, Y, Z, W M/min 10

Max. Cutting feed rate X, Y, Z, W M/min 5

B axis cutting speed rpm 1
AUTOMATIC TOOL CHANGE (option)

Tool capacity 60

Pitch of pockets in magazine mm 130

Max. tool dia. With fully planted magazine mm 125




Specification Unit HBM-5T
Max. tool dia. With adjacent pockets free mm 250
Max. tool length (Drills) mm 300 (500)
Max. tool weight kgs 25
Total weight of tools in magazine kgs 900
Imbalance of tools in magazine, max. kgs 120
Total tool change time sec. 9
PNEUMATIC

Air pressure bar ST
Air consumption L/min. 250
LUBRICATION

Pump motor w 25
Pump pressure kg/cm’ 20
Pump capacity c.c./min. 250
COOLANT

Pump motor Kw =7
Tank capacity L 120
CONNECTION TO THE MAINS

Main voltage / frequency V/Hz 220 or 400 / 50 or 60
Total power consumption KVA 95
MACHINE WEIGHT

Net weight kgs | 49000
*Specifications are subject to changer without notice.

STANDARD ACCESSORIES OPTION ACCESSORIES

* CNC controller (Heidenhain iTNC530,
Fanuc 18iMB, 31iA, or Siemens 840D)
«Spindle and servo motor package
= CTS preparation on spindle (without wiring)
«Large fully ground work table with 11 T-slots
» High precision ground ball screw
» Heavily ribbed Meehanite licensed
casting components
*|SO 50 spindle taper
» Automatic lubrication with low lubrication alarm
* Coolant system
» Chip drawers and chip auger & trolley
s Telescopic way covers
* 3000rpm spindle
» Low voltage controlcircuit system
* CE declaration of confirmity

= Universal head

*Right angle milling head

«Spindle extension sleeve

= Coolant through spindle system with
high pressure coolant pump

Table guard for CTS function

» Full enclosure guarding

« User operation station

* ATC-60 pockets

» Oil skimmer device

*Right angle block device

= Heat exchander

« Chip conveyor

* EMC

= Air conditioner for electric cabinet

= Safety module

« Lifting device

o
=
g
=
on
£
=
o
o
£
g.
o
%)
2
=
=
o




ODVILINATIBHBIV OWIEP B POCCAN

BANTUMWMCKAR
MPOMBbILWWNEHHAR
KOMMOAHWRA

192012 = Poccus = Cankt-lleTepbypr = yn. babylukuHa, 123
Ten./pakc.: +7 /812/ 449-27-33, 449-27-34, 362-90-72
e—mail: info@bpk—spb.ru = www.bpk-spb.ru

BUFFALO MACHINERY CO., LTD.

56, Lane 318, Der Sheng Road, Ta Ya, Taichung County, Taiwan R.O.C.
P.O. Box 320, Ta Ya, Taichung County, Taiwan R.O.C.
Tel: 886-4-25 60 37 59 Fax: 886-4-25 60 37 69
E-mail: info@mail.buffalo.com.tw
Web site: www.buffalo.com.tw



